


CABLE ACCESSORIES
Shield Adapters, Sealing & Grounding

Elastimold elbows, cable joints and terminators have been designed
for use on XLP, EPR or similar solid dielectric insulated power cables.
These cables are available with a variety of optional shielding and
jacket constructions. In order to properly mate and install the cable
to an Elastimold product, the use of a shield adaptor, grounding kit

or jacket seal may be required. The diagram below provides informa-
tion concerning the application and selection of various shield adap-
tors, grounding kits and jacket seals for the most popular cable types.
Consult the factory for recommendations concerning other cable con-
structions.
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CABLE SHIELD ADAPTERS JACKET SEALS
Cable 10TL 20MA 21MA Jacket |__200ECS 600ECS
Insulation Dia. inches inches inches 0.D. inches inches
min. 495 .530 .530 min. .80 1.28
max. 1.875 1.780 1.780 max. 1.50 2.30

28 <0elastimold” Thomas & Betts Corporation | 8155 T&B Boulevard Memphis TN 38125 | 800.888.0211 | www.tnb.com/utiity  Pa-caosor



CABLE ACCESSORIES
Equipment Bushings

Elastimold manufactures a complete line flange for gasketed clamp mounting only.
of 200 Amp deepwell and 600 Series ap- Bushings are available for use on AIR, OIL
paratus bushings for use on transformers, or SF6 insulated equipment. Units are
switchgear and other equipment applica- rated for submersible, padmount, indoor,
tions. The bushings incorporate IEEE 386 outdoor and other applications. Options in-
standard interfaces (shown on page 3) and clude hold-down bail tabs and replaceable
are constructed of molded epoxy with stain- studs for 200 Amp deepwell bushings.

less steel flanges for mounting by welding
or gasketed clamp. K1601PCC series bush-

é’, ings are provided with a molded epoxy
=
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o lllustration Description Voltage ELASTIMOLD Bushing Notes
c (not to scale) Class Part Number Shank Length
[
£ Short Shank Well with bail tabs 15/25kV K1601PC-S1 03, N3,7,14
g' and non-replaceable well stud 35kV L1601PC-S1 4
lﬂ- B Short Shank Well with bail tabs 15/25kV K1601PC-S1-R 03, N1,3,7,14
!._ and with replaceable well stud 35kV L1601PC-S1-R 4
[
Short Shank Well without bail tabs 15/25kV K1601PC-S2 03,7 N3,7,14
and non-replaceable well stud 35kV L1601PC-S2 4
Short Shank Well without bail tabs 15/25kV K1601PC-S2-R 03, N1,3,7,14
and with replaceable well stud 35kV L1601PC-S2-R 4
Long Shank Well with bail tabs 15/25kV K1601PC-T1 91/, N3,7,14
and non-replaceable well stud 35kV L1601PC-T1 4
Long Shank Well with bail tabs 15/25kV K1601PC-T1-R 91/, N1,3,7,14
ﬂ> and with replaceable well stud 35kV L1601PC-T1-R 4
Long Shank Well without bail tabs 15/25kV K1601PC-T2 91/, N3,7,14
and non-replaceable well stud 35kV L1601PC-T2 4
Long Shank Well without bail tabs 15/25kV K1601PC-T2-R 91/, N1,3,7,14
and with replaceable well stud 35kV L1601PC-T2-R 4
H:ﬂ:): Epoxy Flange Well with replaceable well stud 15/25kV K1601PCC-R N1,3,7,14
”]:[Ej H:ﬂ]: Well w/Insert (K1601PCC-R & 1601A4) 15kV 1601CABA4R 03, N1,3,8,14
Well w/Insert (K1601PCC-R & 2701A4) 25kV 2701CABA4R 4 N1,3,9,14
200 A Deadbreak Bushing 15/25kV K180S4 294"
Eﬂﬁ> 200 A Deadbreak Bushing 15/25kV K180T4 71/30” N3,10,13
200 A Deadbreak Bushing 15/25kV K180C4 91/
600 A Short Shank Bushing w.o./stud 15/25kV K650S1 15/, N2,5,11,14,15
600 A Short Shank Bushing w.o./stud 35kV 750S1 16 N2,5,12,14,16
600 A Cu Short Shank Bushing w.o./stud 15/25kV K675S1 N3,5,11,14,15
600 A Long Shank Bushing w.o./stud 15/25kV K650T1 89/16” N2,5,11,14,15
600 A Cu Long Shank Bushing w.o./stud 15/25kV K675T1 891¢6” N3,5,11,14,15
600 A Long Shank Bushing w.o./stud 35kV 750T1 89/16” N2,5,12,14,16
600 A 12” Long Shank Bushing w.o./stud 35kV 750L12 12” N2,5,12,14,16
600 A In-Air Long Shank Bushing w.o./stud 15/25kV K650TBC N2,4,11,6,14
C]:lﬂ]ﬂﬂj: 600 A Cu In-Air Long Shank Bush. w/stud 15/25kV K675TBC 89/16” N3,5,11,6,14
Boot & Collars for KBOOT1 to use in air 15/25kV 600BC N6
N1. Replacement stud available separately. Specify 1601RS. N11. Includes 650PPC shipping cap.
N2. Equipped with standard aluminum conductor rod. N12. Includes 750PPC1 shipping cap.
N3. Equipped with copper conductor rod. N13. Parking stands for 200A deadbreak applications are available as
N4. Includes 5/8-11 threaded stud at elbow end. separate items. Specify 151PS.
N5. Includes 5/8-11 threaded hole at elbow end. N14. Parking stands for 200A loadbreak and 600A deadbreak applications
N6. Provides increased creep and strike. are available as separate items. Specify 160PS.
N7. Includes 1601PPC1 shipping cap. N15. Aluminum stud available separately. Specify 650SA.
N8. Includes 1601APC1 shipping cap. N16. Copper stud available separately. Specify 750SA.

N9. Includes 2701-41 shipping cap.
N10. Includes 180PPC shipping cap.
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